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We claim: 

1. A communicating apparatus, comprising: 

line control means connected to a telephone line for 

conducting a line control operation including a dialing 

operation: 

bell signal detection means for detecting a bell signal to 

produce a detection information when the bell signal is 

received from the telephone line; 
caller information detecting means for detecting a caller 

telephone number notified to a call receiver by a caller 

telephone number notification service; 

interface means for controlling a serial communication 
with a personal computer; and 

central control means for transmitting through the inter- 
face 1) the bell signal detection information for acti- 
vating a telephone computer directory software in the 5 
personal computer, and 2) immediately after a time 
when the bell signal is received, transmitting the caller 
telephone number which is detected by said caller 
information detecting means for causing the telephone 
computer directory application software to access and 10 
display information stored in the computer that is 
associated with the caller telephone number. 

2. A communicating apparatus according to daim 1, 
further comprising: 

a handset having a function for voice speech or a voice 
amplifying function; 

means for closing the telephone line in accordance with a 
state of the handset; and 

off-hook detecting means for detecting an event that the 2 o 
telephone line is closed at initiation of communication; 

said central control means transmitting information of the 
detection from the off-hook detecting means to a direc- 
tory application initiation request means integrally 
included in the personal computer for activating the 25 
telephone computer directory software in the personal 
computer when a call is originated from the commu- 
nication apparatus. 

3. A communicating apparatus according to claim 1, 
further comprising: 30 

image reading means for facsimile communication; 

operation means for a user to close a line before initiating 
the facsimile communication; and 

off-hook detecting means for detecting an event that the 35 
telephone line is closed at initiation of communication; 

said control means transmitting information of the detec- 
tion from the off-hook detecting means to a directory 
application initiation request means integrally included 
in the personal computer for activating the telephone 40 
computer directory software in the personal computer 
when the line is closed before initiating the facsimile 
communication. 

4. A communicating apparatus according to daim 1, 
further comprising: 45 

off-hook detecting means for detecting an event that the 
telephone line is closed at initiation of communication; 
wherein the central control means for transmitting 
through the interface means transmits: 
a) information of the detection from the off-hook 50 
detecting means to a directory application initiation 
request means incorporated in the personal computer 





for activating the telephone computer directory soft- 
ware in the personal computer when a call is origi- 
nated from the communicating apparatus, and 
b) information of the detection from the off-hook 
detecting means subsequent to detection of the bell 
signal for causing the telephone computer directory 
software to display further information stored in the 
computer dial is associated with the caller telephone 
number. 

5. A communicating apparatus according to claim 1. 
further comprising: 

off-hook detecting means for detecting an event that the 
telephone line is closed at initiation of communication 
and outputting off-hook detection information; 

a personal computer in which directory application soft- 
ware is loaded; and 

application software initiation request means for initiating 
the directory application software in the personal com- 
puter in response to the off-hook detection information 
when a call is originated from the communicating 
apparatus and in response to the bell signal detection 
information when a call is received by the communi- 
cating apparatus. 

6. A communicating apparatus, according to claim 1. 
further comprising: 

a modem connected to an external data communication 
device for conducting data communication; 

a transformer for interrupting a direct current and for 
achieving a two-wire to four-wire transforming opera- 
tion; 

a receiver-side amplifier installed in a signal path on a 
receiver side; 

a caller-side amplifier installed in a signal path on a caller 
side; 

off-hook detecting means including a photo-interrupter 
for producing detection information in accordance with 
a voltage between a chip wire and a ring wire; 

bell signal detecting means including a photo-interrupter 
for producing detection information at an output ter- 
minal end thereof when a bell signal is received via a 
telephone network; 

a microphone and a speaker arranged for a speech without 
using hands; 

an amplifier for amplifying a signal outputted from the 

microphone; 
an amplifier for sounding the speaker; and 
switching means for establishing and changing connec- 
tions between the receiver side and the caller side. 
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